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20303004 (LVT) 22.9x121.9cm  2.0mm  0.3mm 20301508 (LVT) 22.9x121.9cm 2.0mm  0.3mm 20306657 (LVT) 22.9x121.9cm 2.0mm  0.3mm
Grey Oak Taku Oak Dark Nature Light Beige Oak

20303005 (LVT) 22.9%x121.9cm  2.0mm  0.3mm 20303008 (LVT) 22.9%x121.9cm  2.0mm  0.3mm / 75503008 (LVT Click) 23.0x150.0cm  7.0mm  0.55mm 20307007 (LVT) 22.9%x121.9cm 2.0mm  0.3mm
Dark Oak Grey Champaign Oak Pine White
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. }\ L 20303007 (LVT) 30.5x61.0cm 2.0mm 0.3mm 20303000 (LVT) 30.5x61.0cm 2.0mm  0.3mm
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AVAVA Ta A\
e
\\/4 : o~
Long i
Service Life . B |

20303012 (LVT) 22.9x121.9cm  2.0mm  0.3mm / 75503012 (LVT Click) 23.0x150.0cm  7.0mm  0.55mm 20303011 (LVT) 22.9x121.9cm 2.0mm  0.3mm / 75503011 (LVT Click)  23.0x150.0cm  7.0mm  0.55mm
Light Brown Oak Country Oak
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20303015 (LVT) 22.9x121.9cm 2.0mm  0.3mm / 75503015 (LVT Click) 23.0x150.0cm  7.0mm  0.55mm 20305514 (LVT) 22.9x121.9cm 2.0mm  0.3mm / 75505514 (LVT Click) 23.0x150.0cm  7.0mm  0.55mm .
Smoked Oak Natural Oak
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20301884 (LVT) 22.9x121.9cm 2.0mm  0.3mm 20305516 (LVT) 22.9x121.9cm 2.0mm  0.3mm / 75505516 (LVT Click) 23.0x150.0cm  7.0mm  0.55mm 20303301 (LVT) 45.6x91.2cm 2.0mm  0.3mm 20303003 (LVT) 45.6x91.2cm 2.0mm  0.3mm
Richland Oak Nature Beige Oak Carrara White Terrazzo Grey

BEYOND YOUR IMAGINATION,
THE NEXT GENERATION OF VINYL FLOORING

Technical Data
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Classification Standard Reflections 30 Reflections Click 55

Structure

Product type EN ISO 10582 Heterogeneous flooring, LV Heterogeneous flooring, SPC
Domestic classification ENI1SO 10874 23 Heavy PERIENY

Commercial classification EN ISO 10874 31 Moderate 33 Heavy

Industrial classification ENISO 10874 42 General
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Huali floors is a top quality vinyl flooring in tile and plank formats. Each layer has been thermally pressed by

means of innovative technologies for ultimate performance.
Technical Characteristics Norm Reflections 30 Reflections Click 55

Total Thickness EN ISO 24346 2 mm 7 mm (include 1.5mm IXPE underlayment)
Wear Layer Thickness EN ISO 24340 0.30 mm 0.55 mm

Wear Resistance EN 660-2 T T

Surface Treatment PUR PUR

Bevelled Edges No Bevel 4sides

Installation Method Glue-Down Click
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1. PUR surface treatment
Easier care and less cleaning thanks to a factory applied

Underfloor Heating Suitable (Maximum 27°C) Suitable (Maximum 27°C)

Performance For CE Marking Norm Reflections 30 Reflections Click 55 — . : = . - . - PUR surface treatment. 1
Declaration of Performance EN 14041 Yes Yes y
2. Wear layer 2.
This transparent, extremely dense layer is hard-wear-
Technical Performance Norm Reflections 30 Reflections Click 55 H— : | - I — - ing and protects the decoration of the product. This 3.
m p=l allows the surface embossing to create a highly
y =0 0 m— authentic effect. 4.
Curl Resultant To Heat EN ISO 23999 <2mm <2mm —
—
Residual Indentation EN ISO 24343-1 <0.10 mm <0.10 mm e = 3. Film layer >
Reactioniiolhire NBHH Eld Bifsi T o The designs have been exclusively developed for wood
Furniture Le EN ISO 16581 No Damage No Damage jr—— and embossed on to the film layer using innovative
g g g C
Castor Chair EN ISO 4918 No Damage No Damage I:E == printing technology.
Impact Sound Reduction - ALw ENISO 717/2 4dB 19dB ': " )
Peeling Resistance EN ISO 24345 2 50N/50mm 275N/50mm § 4. Stabilized substrate 15 years product guarantee
Thermal Resistance EN ISO 10456 0.02 m?-K/W 0.05 m?-K/W c Improved dimensional stability by minimising chandes fefl) The Reflections Dryback of luxury vinyl tiles has been developed
Colour Fastness To Light EN ISO 105-B02 26 26 = caused by physical effects. to meet the highest technical specification of its product type.
S < .
Resistance To Chemical EN 423 Class O Class O = Ideal for all areas of t‘he home, the prod.u.cts ensure h|gh
; ; < 5. Base layer performance and optimum style. In addition, Reflections Dryback
Slip Resistance DIN 51130 R10 R10 = ) o ) ' - ; i 4
: : EN13803 Class DS (1= 0.30) Class DS (1 2 030) = The basis for the long service life and high perfor- is suitable for moderate commercial applications such as light
lip Resistance o Hes o HES C_T. mance of Hualiflor. traffic areas within hotels, conference rooms and small offices.
—
<
—|

Sustainability Performances Norm Reflections 30 Reflections Click 55

TVOC Emissions AgBB TVOC28<1.0mg/m? TVOC2851.0mg/m’
Formaldehyde Emission EN 717-1 E1 E1
Recycled Content Yes Yes

Phthalate - Free Yes Yes

HUALI Stone Plastic Composite Tile SPC
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1. PUR surface treatment

el Easier care and less cleaning thanks to a factory applied
Dimensions and designs Reflections 30 Reflections Click 55 — it . PUR surface treatment.

Plank 22.9x121.9cm/Plank, 18Planks/Box, 23.0x150.0cm/Plank, 5Planks/Box,
5.02m?/Box, 60Boxes/Pallet 1.73m?%/Box, 56Boxes/Pallet
Tile 30.5x61.0cm/Tile, 24Tiles/Box, 45.72x91.44cm/Tile, 4Tiles/Box,

2. Wear layer

This transparent, extremely dense layer is hard-wear-

| 1 ing and protects the decoration of the product. This
4.47m’/Box, 72Boxes/Pallet 1.67m’/Box, 58Boxes/Pallet I I [ p— allows the surface embossing to create a highly

45.6x91.2cm/Tile, 12Tiles/Box, [ o | | authentic effect.
4.99m?/Box, 60Boxes/Pallet I
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3. Film layer
The designs have been exclusively developed for wood
and embossed on to the film layer using innovative
printing technology.

4. Stabilized substrate

The layer made primarily of PVC vinyl offers flexibility as
well as dimensional stability.

20 years product guarantee

Reflections SPC of HUALIFLOR has been developed to meet the
highest technical specification of its product type. Ideal for all
areas of the home, the products ensure high performance and

GREENGUARD

20

YEARS
Guarantee

www.hualifloors.com

5. Underlayment optimum style. In addition, Reflections SPC is suitable for
Huali Factory in China Huali Factory in USA Huali Factory in Vietnam Huali Factory in Thailand IXPE, provide comfortable foot feeling and sound commercial applications such as hotels, conference rooms and
insulation. offices.

Taizhou Huali New Materials Co., Ltd. 3937 Old Federal Road, Lot CN2,Zone A,Diem Thuy No.168 Moo.3 Mapkha
Zhangdian Industrial Zone, North Chatsworth, Industrial Park,Hong Tien Sub-District, Nikomphattana
Jiangyan District, Taizhou, Georgia 30705, USA Ward, Pho Yen City, Thai District, Rayong Province.21180
Jiangsu, China Nguyen Province, Vietnam Thailand
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